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DECLARATION OF CONF'ORMITY
No.012-2020/08

Unique identifi cation code
ofthe product-t1pe:

Float tinted glass light green

Intended use
Buildines and construction works

Manufacturer:
ffSalavatsteklo" JSC

Industrialnaya str. 18, Salavat Republic of Bashkortostan, Russia 453253

Authorised representative :

Q-GLASSTECH Sp. z o.o.
ul. Pinc4mska 82,83-210 Zblewo, Polska,

Phone No: +486939003 19, e-mail: biuro@q-glasstech.com.pl

Harmonised standart
EN 572-9 Glass in building - Basic soda lime silicate glass products - Part 9: Evaluation of
conformitv/Product standard

AVCP svstem: J

Notified body:
IKATES, s.r.o. - l,aboratory for glass and building products testing Testing laboratory No 1139.
Test reoort No.: I 394-CPR-I 57 /2020

The perfomance of the product identifred above tsm conformity with the set of declared performances.
This declaration of performance is issued, in ion (EU) No 305/2011, under the sole responsibility of the
manufacturer identified above.
Signed for and on behalfofthe

Salavat
Russia
2020/08/28

Director of
JSC
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Characteristics: 3,2 mm 3,5 mm 4mm 5mm 6mm
Resistance to fire NPD NPD NPD NPD NPD

Reaction to fire A1* A1{, Ali Al* Al*
Extemal fi re performance NPD NPD NPD NPD NPD

Bullet resistance NPD NPD NPD NPD NPD

Explosion resistance NPD NPD NPD NPD NPD

Burslar resistance NPD NPD NPD NPD NPD

Pendulum body impact resistance NPD NPD NPD NPD NPD

Resistance against sudden temperature changes and temporature
differentials 40K

Resistance against wind, snow, pemanent load and/or imposed
loads of the glass unit 45'106 Pa

Direct airborne sound insulation NPD NPD NPD NPD NPD

Thermal properties NPD NPD NPD NPD NPD

Chemical analysis PASS PASS PASS PASS PASS

Durabilitv PASS PASS PASS PASS PASS

Light nansmission coefficient (rr) 0,81 0,81 0,79 0,76 0,73
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